sustainable drainage solutions

Package Sewage Treatment Plants
There are several types and manufacturers of Package
Sewage Treatment Plants to choose from.
Typically raw sewage solids are first settled in a
primary chamber; the effluent is then biologically
treated in a second chamber; lighter solids are then
settled in a third chamber; clean water is then
discharged to a watercourse or into the ground.
We recommend using package plants which are
simple in design, proven in the field, have few or no
moving parts and are simple to operate and maintain.

FAQ’s
My site is small and I don’t want to loose any garden
area. What are my options?
A package plant is ideal for sites where land area is at
a premium and they will typically be far less obvious
in a formal garden setting when compared to other
types of system.
Do I require a septic tank and a package plant?
No, package plants have their own integral primary
settlement chamber.
Does a package plant require an electricity supply?
Yes, most package plants use a small amount of
electric typically costing between £50 to £90 per year
for a single domestic dwelling.
Does a package plant need to be emptied and does it
require any maintenance?
Yes, the primary chamber requires to be emptied on a
regular basis and all package plants require regular
inspection and servicing. The frequency of emptying
and servicing will depend on the actual population
loading and type of plant installed.

Package Plants are good at reducing pollution and they
can typically achieve a final effluent quality of:
· 20 mg/l Biochemical Oxygen Demand (BOD)
· 30 mg/l Suspended Solids (SS)
· 20 mg/l Ammonia (NH3)
Tertiary treatment (final polishing) by a reedbed system
can improve effluent quality to even higher standards.
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